






TRIPLE - OFFSET  BUTTERFLY  VALVES DOUBLE - OFFSET  BUTTERFLY  VALVES

DOUBLE FLANGE TYPE

Triple-offset Disc Rotation

ASME  Class 150, 300, 600

size : 3"~60" ( Short, Long Pattern )

end connection : Raised Face

One-Piece Shaft Design

Hard Faced Seat

materials : Cabon steel, Stainless steel   

Manual Gear Operation 

BFO-TDF  Series

standard features

ASME  Class 900,1500

size : 66"~144"

end connection : RTJ    

Fire Safe Design

Cryogenic Type Design

materials : Nickel Alloys   

Actuators(Pneumatic,Hydraulic,Electric)

features upon request

Triple-offset Disc Rotation

ASME  Class 150, 300, 600

size : 3"~60"

end connection : Raised Face

One-Piece Shaft Design

Hard Faced Seat

materials : Cabon steel, Stainless steel   

Manual Gear Operation 

standard features

ASME  Class 900,1500

size : 66"~144"

end connection : RTJ    

Fire Safe Design

Cryogenic Type Design

materials : Nickel Alloys   

Actuators(Pneumatic,Hydraulic,Electric)

features upon request

Triple-offset Disc Rotation

ASME  Class 150, 300, 600

size : 3"~60" 

end connection : Wafer Flat Face

One-Piece Shaft Design

Hard Faced Seat

materials : Cabon steel, Stainless steel   

Manual Gear Operation 

standard features

ASME  Class 900,1500

size : 66"~144"

end connection : RTJ    

Fire Safe Design

Cryogenic Type Design

materials : Nickel Alloys   

Actuators(Pneumatic,Hydraulic,Electric)

features upon request

6~9P

10~13P

14~17P

LUG TYPEBFO-TLF Series

WAFER TYPEBFO-TWF Series

DOUBLE FLANGE TYPE

Double-offset Disc Rotation

ASME  Class 150, 300

size : 3"~60" ( Short, Long Pattern )

end connection : Raised Face

seat : Rubber 

materials : Cabon steel, Stainless steel   

Manual Gear Operation 

BFO-DDF Series

standard features

size : 66"~144"

seat : EPDM, Teflon, Metal 

materials : Nickel Alloys   

Actuators(Pneumatic,Hydraulic,Electric)

features upon request

Double-offset Disc Rotation

ASME  Class 150, 300

size : 3"~60" ( Short, Long Pattern )

end connection : Raised Face

seat : Rubber 

materials : Cabon steel, Stainless steel   

Manual Gear Operation 

standard features

size : 66"~144"

seat : EPDM, Teflon, Metal 

materials : Nickel Alloys   

Actuators(Pneumatic,Hydraulic,Electric)

features upon request

Double-offset Disc Rotation

ASME  Class 150, 300

size : 3"~60" ( Short, Long Pattern )

end connection : Raised Face

seat : Rubber 

materials : Cabon steel, Stainless steel   

Manual Gear Operation 

standard features

size : 66"~144"

seat : EPDM, Teflon, Metal 

materials : Nickel Alloys   

Actuators(Pneumatic,Hydraulic,Electric)

features upon request

LUG TYPEBFO-DLF Series

WAFER TYPEBFO-DWF Series

REFERENCE DATA

ASME Class 150, 300, 600 ASME Class 150, 300

18~21P

22-25P

26-29P

30P
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